ELECTRONIC BALLAST

ELECTRONIC BALLAST- T8 Series

P Family
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o Lamp Mumber 1 9 2
™
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— Lamp Type T8 TG TG
L)
Lamp Watts 36 a6 18
Ling Current@ 230V 016 032 016
(amps)
Input watts{ANSI) 1] T2 JG
Power Factor >G0% *83% >99%
THD Rating =12% «12% =12%
ECL Yes Yes Yes

EOL=end of lamp ife

# Specifications are subject to change without notice

Wiring diagrams Ballast dimensions
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FUTEK P series electronic ballast are good choice for industrial and commercial use
application , they are equipped with active filter that reduces harmonics to < 10% while
efficiency is close to 99% . the internal power loss 1s <3W /Lamp .

The professional construction design in metal case and professional connector and
ECONOMIC cost will make FUTEK P series Electronic Ballasts best choice world wide

Model FT-P362M1-T8 FT-P361-M1T8 FT-P182M1-T8

Lamp Type T8 T8 T8
Lamp Quantity 2 1 2
Lamp Power(W) 36 36 18
Volt 220 220 220

Amp. 0.32 0.16 0.16
Watt 68 34 34

CF <1.6 <1.6 <1.6

PF >99 >99 >99

THDi <12 <12 <12

EOL Yes Yes Yes

Protection Yes Yes Yes

Active Earth Yes Yes Yes

Surge Protection Yes Yes Yes

EOL = End Of Lamp



